INVITATION FOR BIDS
CHEMICAL PRODUCTS AND
DUCTILE IRON PIPE
CITY OF LEBANON AUTHORITY
LEBANON, PA

Sealed proposals will be received by the City of Lebanon Authority until 1:30 p.m.
prevailing time on Tuesday, November 3, 2026 and opened at 2:00 p.m. the same day, at the
Authority’s office building, 2311 Ridgeview Road, Lebanon, PA, 17042, for furnishing
Chemicals and Ductile Iron Pipe for the year 2027.

Specifications and bidding documents can be obtained on site directly from the Issuing
Office of the City of Lebanon Authority, 2311 Ridgeview Road, Lebanon, Pennsylvania 17042.
Specifications and bidding documents can also be located on the Authority website at
www.lebanonauthority.org. Please direct any questions concerning bidding information to Bob
Sentz at 717-272- 2841 or bsentz(@lebanonauthority.org . No bids will be considered unless
submitted on the official bid forms.

All bids must be sealed and plainly marked “Bids for Chemicals” or “Bids for Ductile
Iron Pipe” and addressed to the City of Lebanon Authority, and delivered to the City of Lebanon
Authority, 2311 Ridgeview Road, Lebanon, PA, 17042, before the hour stated above.

The City of Lebanon Authority reserves the right to reject any and all bids and to award
the contract in the best interest of the City of Lebanon Authority.
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SPECIFICATIONS AND QUANTITIES

CHEMICAL PRODUCTS
CITY OF LEBANON AUTHORITY
LEBANON, PA
CHLORINE
General

These specifications cover liquid chlorine to be used in the treatment of municipal
water supplies.

The liquid chlorine shall conform to AWWA Standard B301-87 (ANSI/NSF 60
approved).

Chemical Requirements
The liquid chlorine shall be 99.5 percent pure by volume as determined by
analyzing the chlorine by the method specified in Standard B301-87.

Impurities
1. General: Chlorine shall contain no soluble material or organic substances
in quantities capable of producing deleterious or injurious effects on the
health of those consuming a water that has been treated properly with
chlorine.
2. Specific:

a. The liquid chlorine supplied shall be dry chlorine. Moisture shall
not exceed 150 pp. (0.015 percent) by weight.

b. The sum of all heavy metals shall not exceed 30 ppm (0.003 percent)
expressed as lead.

c. Lead shall not exceed 10 ppm (0.001 percent) reported as lead.

d. Mercury shall not exceed 1 ppm (0.0001 percent) reported as

mercury.

e. Arsenic shall not exceed 3 ppm (0.0003 percent) reported as
metallic arsenic.

f. Non volatile residue: The total residue shall not exceed 150 ppm

(0.015 percent) by weight in liquid chlorine as packaged in 150 Ib.
cylinders and ton containers

g. Additional impurities:
RMIC mg/kg
Impurity of chlorine*
Carbon tetrachloride 100
Trihalomethanes 1000
Mercury 20

* Assumes maximum chlorine dosage of 10 mg/1.
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Chlorine Spec - Continued

NOTE:RMIC is recommended maximum impurity content.

Sampling

As stated in Standard B301-87.

Quantity

Notes

Expected quantities are as follows: Approximately 94,000 Ib. per year (Provided
in one ton cylinders) delivered on site to the Water Treatment Plant located at 12
E. Behney St., Lebanon, PA. 17046. Deliveries to occur on weekdays between
7AM and 3PM unless-otherwise authorized by the Authority.

One ton-containers will be loaded and unloaded at the delivery site by using City
of Lebanon Authority cranes and personnel.

1. Bids will not be accepted that included a container deposit.

2, Bid price shall be 100 pounds wet weight.

3. Liquid Chlorine shall be as specified in AMWA Standard B-301.81.

4. Bid shall include CL, Safety and Repair Kit A and B

5. Supplier must provide a PA DEP Certified Chlorine Safety Course for
Authority Personnel at no additional charge.

6. The supplier must provide a Spill and/or Leak Prevention Control and
Countermeasure Plan that would include an emergency response team for
spills or leaks of this nature. This plan must meet the approval of the City
of Lebanon Authority in order to accept the bid of the supplier.
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IME

General
These specifications cover hydrated lime (lime) to be used in the treatment
process of Municipal water supplies.

The lime shall conform to AWWA standard B202-88 (ANSI/NSF 60 approved).

Physical Requirements
Minimum 2% of 50 Ib. bag screen analyzed 100% through 20 mesh, 98% through
60 mesh, 97% through 100 mesh.

Chemical Requirements
Minimum Calcium Oxide: 70%
Minimum Magnesium Oxide: 2% Oxide as Carbonates

Impurities
1. General: Lime shall contain no soluble material or organic substances in
quantities capable of producing deleterious or injurious effects on the health
of those consuming a water that has been treated properly with lime.
2. Specific:
Impurity RMIC mg/kg of CaO*
Arsenic 500
Cadmium 100
Chromium 500
Fluoride must state concentration
Lead 500
Selenium 100
Silver 500
Aluminum must state concentration
* Assumes maximum lime dosage of 20 mg/1
NOTE:RMIC is recommended maximum impurity content
Sampling

As stated in Standard B202-88.

Quantity
550,000 lbs. more or less per year.
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Hvdrated Lime Spec - Continued

Delivery

1.

50 Ib. bag on 4-way pallets delivered on site to the Water Treatment Plant
located at 12 E. Behney St., Lebanon, PA. 17046. Deliveries to occur
weekdays between 7AM and 3PM unless otherwise authorized by the

Authority.

Bids will not be accepted that include a charge for pallet use.
Pallets shall not contain more than ten (10) rows high - 50 bags.

Minimum truck load lot shall be 14 tons (560 bags).
a. Can accept 22 pallet load lots - 1100 bags.

Pallets and bags shall have the ability to be stacked two pallets high.

The supplier must provide a Spill and/or Leak Prevention Control and
Countermeasure Plan that would include an emergency response team for
spills or leaks of this nature. This plan must meet the approval of the City
of Lebanon Authority in order to accept the bid of the supplier

Truck trailer height cannot be less than 40” high and trailer depth shall be
provided to allow for forklift access at rear of trailer even with full delivery
being made.
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C.

ACTIVATED CARBON (Powdered)

General

These specifications cover powdered activated carbon to be used in the treatment
of Municipal water supplies.

The activated carbon shall conform to the following specifications (more or less)
and to AWWA Standard B600-90.

The activated carbon shall conform to ANSI/NSF 60.

1.

4.

Bidder shall list "Trade Name", or "Brand Name" of product bid on bid
form.

*Bidder shall send sample for chemical analysis. along with bid. Brands
not used by City of Lebanon Authority in the last 5 years must be tried

before award of bid to determine effectiveness of product.

City of Lebanon Authority will determine ppm of carbon required in the
treatment process to determine best bid price.

Bidder shall list weight of carbon bag on bid form.

Physical-Chemical Requirements

1.

2.

3.

Iodine No. 600v

Iodine Valid 96V

Phenol Value 34¢/1

Tannin Value This value shall not be more than

10 percent greater than that of
reference sample.

Apparent Density (lbs/cu.ft.) 32V
Sieve Analysis

Thru 100 Mesh (%) 99V
Thru 200 Mesh (%) 95v
Thru 325 Mesh (%) 90V

The material shall be similar to the above specifications.
Specifications on material listed on bid form shall be included with bid.
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Activated Carbon Spec - Continued

Impurities
i, General: Shall contain no soluble material or organic substances in
quantities capable of producing deleterious or injurious effects on the health
of those consuming a water that has been treated properly with activated
carbon.
2. Specific:
Impurity RMIC mg/kg of carbon*
Arsenic 500
Chromium 500
Lead 500
Mercury 50
Silver 500
* Assumes maximum carbon dosage of 10 mg/1.
NOTE:RMIC is recommended maximum impurity content.
Sampling

As stated in Standard B600-90.

uanti
Approximately 35,000 Ibs. per year on pallets - 1 ton max per pallet.

Delivery
In truck lots, minimum lots of 13,000 Ibs. packaged in bags weighing from 35 to

65 lbs. delivered to the City of Lebanon Authority Water Treatment Plant located
at 12 E. Behney St., Lebanon, PA. 17046. Minimum shipment shall be 13,000 Ibs.
Deliveries to occur weekdays between 7AM and 3PM unless otherwise authorized
by the Authority.

The supplier must provide a Spill and/or Leak Prevention Control and
Countermeasure Plan that would include an emergency response team for spills or
leaks of this nature. This plan must meet the approval of the City of Lebanon
Authority in order to accept the bid of the supplier.
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HYDROFILUOSILICIC ACID

General
These specifications cover hydrofluosilicic acid to be used in the treatment of
Municipal water supplies. Must meet AWWA Standard B703-89 (ANSI/NSF 60
approved).

Physical Requirements
Shall be clean and free of visible suspended matter.

Chemical Requirements
The Bureau will accept a 25% solution of hydrofluosilicic acid. Bidder shall list
weight (in pounds) per gallon of acid on bid sheet.

Impurities
1. General: Shall contain no soluble material or organic substances in
quantities capable of producing deleterious or injurious effects on the health
of those consuming a water that has been treated properly with
hydrofluosilicic acid.

2. Specific:

a. Assuming a maximum dosage of 1.2 mg/l of fluoride ion, the
hydrofluosilicic acid shall not contribute significant quantities of
contaminants that adversely affect the potability of drinking water.

b. hydrofluosilicic acid supplied under this standard shall contain not
more than 0.020 percent by weight of heavy metals, expressed as
lead (pb).

Sampling
As stated in Standard B703-89.

Quantity
Approximately 12,000 gallons per year.

Delivery
In tank truck lots of approximately 4,500 gallons more or less to the City of

Lebanon Authority Water Treatment Plant located at 12 E. Behney St., Lebanon,
PA. 17046. Deliveries to occur weekdays between 7AM and 3PM unless otherwise
authorized bv the Authority.

The Water Treatment Plant currently has one (1) 6,000 gallon "Fluoride" storage
tank.

The supplier must provide a Spill and/or Leak Prevention Control and
Countermeasure Plan that would include an emergency response team for spills or
leaks of this nature. This plan must meet the approval of the City of Lebanon
Authoritv in order to accept the bid of the supplier.
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E.

FERRIC SULFATE (55-60% Solution in Water)

General

This standard covers liquid ferric sulfate that has been EPA approved for use in
the treatment of Municipal water supply. A letter stating EPA approval must be
included with the bid package. The ferric sulfate shall conform to AWWA Standard
B406-92, (ANSI/NSF 60 approved). A photocopy of certification indicating the
product bid meets ANSI/NSF standard
60 must be enclosed with bid package.

Chemical Requirements

1.

The ferric sulfate Fey(SO4); shall be Fe™ with a strength factor of 12.5-
13.5%

The ferric sulfate shall not contain more than 0.5% soluble ferrous iron.
Not more than 0.1% of liquid ferric sulfate shall be insoluble.
Free acid shall not exceed 0.1% as H,SOy4.

Not more than 10 ppm chloride shall be present per each 1% of ferric iron
at 100 degrees F.

Phyvsical Requirements

Ferric sulfate shall be free from extraneous materials. It shall be transported and
delivered at such concentration and temperature that no freezing occurs. The liquid
shall be suitable for feeding by means of metering pumps and other metering
devices constructed of corrosion-resistant materials.

Impurities

General

Ferric sulfate shall contain no substances in quantities capable of producing
deleterious or injurious effects on the health of those consuming water that has
been properly treated with ferric sulfate.
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Ferric Sulfate Spec — Continued

Specific - The following impurities shall not exceed the listed RMIC:

Impurity M Soluton s Delivered
Arsenic <1 mg/kg
Cadmium <2 mg/kg
Chromium <10 mg/kg
Lead <10 mg/kg
Mercury <1 mg/kg
Nitrate 20 mg/kg
Selentum <1 mg/kg
Silver <10 mg/kg
Manganese <50 mg/kg
Antimony 1 mg/kg
Copper <3 mg/kg
Zinc 50 mg/kg
Beryllium 1 mg/kg
TOC 15 mg/kg
Cyanide 0 mg/kg

*Bidders shall list >Trade Name= or >Brand Name= of Product on bid form.
* Analytical procedures for determining these values must be methods as approve
by the USEPA as found in Standard Methods for the Examination of Water and

Wastewater.
*State Concentration of Impurities with bid sheet.

NOTE:RMIC is recommended maximum impurity content.

Sampling
As stated in AWWA Standard B406-92: Subsections 3.1.3 through 3.1.5.

Testing
As stated in AWWA Standard B406-92: Subsections 4.1.2, 4.2.2, 4.4.2; and

Sections 4.5, 4.6, 4.7 and 4.8.
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Ferric Sulfate Spec — Continued

Quantity
Approximately 100,000 gallons per year.

Delivery
Tank truck lots to Authority’s Water Treatment Plant located at 12 E. Behney St.,
Lebanon, PA. 17046. Deliveries to occur weekday between 7AM and 3PM unless
otherwise authorized by the Authority.

Shipments must be accompanied by a weight certificate provided by a certified
weigher.

Bid prices shall be F.O.B. Lebanon point of delivery and all additional freight and
deposit charges are waived.

A producer Certificate of Analysis showing product name, manufacturing lot
number, and product quality criteria must be provided with each delivery. The
product quality criteria shall include percent total iron. percent ferric iron. percent
ferrous iron. percent free sulfuric acid and specific gravity. Failure to provide the
Certificate of Analysis with each delivery may be just cause to refuse delivery of

product.

The supplier must provide a Spill and/or Leak Prevention Control and
Countermeasure Plan that would include an emergency response team for spills or
leaks of this nature. This plan must meet the approval of the City of Lebanon
Authority in order to accept the bid of the supplier.

Bid Prices
The price quoted shall be based on pure (100%) water-soluble ferric iron delivered
to the Lebanon Water Treatment Plant. The means of determining the lowest price
will be based on the per pound cost of the IRON. For bidding purposes, use
the following formula to simplify the lowest cost determining factor: Percent Ferric
Iron multiplied by the Liquid Pound Delivery multiplied by the Quoted Per Pound
Ferric Iron Price.

Example: (use these figures) 13% x 44,000 lbs. x Price per lb. Fe = Total
Delivered Price of a tanker or Ferric Sulfate.

Basis for Rejection
As stated in AWWA Standard 406-92 Section 1.5.
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AMMONIA ANHYDROUS

General
These specifications cover ammonia gas to be used in the treatment of Municipal
water supplies.

Physical Requirements
Shall be free from extraneous materials.

Chemical Requirements
Shall have 99.5% available ammonia.

Impurities
1. General-shall contain no soluble material or organic substances in quantities
capable of producing deleterious or injurious effects on the health of those
consuming water that has been treated properly with ammonia.

2. Assuming a maximum dosage of 5.0 mg/liter of ammonia, the ammonia shall
not contribute any contaminants that adversely affect the potability of drinking

water.
Quantity
Approximately 10,000 lbs. per year.
Delivery
1. To be supplied in 100 pound cylinders to the Authority’s Water Treatment
Plant, located at 12 E. Behney St., Lebanon, PA. 17046. Bid price shall be
per 100 pounds wet weight. Deliveries to occur weekdays between 7AM
and 3PM unless otherwise authorized by the Authority.
2. Bids will not be accepted that include cylinder deposit.
3. Overfilled cylinders delivering Liquid Ammonia will be returned to the

supplier for credit.

The supplier must provide a Spill and/or Leak Prevention Control and
Countermeasure Plan that would include an emergency response team for spills or
leaks of this nature. This plan must meet the approval of the City of Lebanon
Authority in order to accept the bid of the supplier.

Training
*Bid shall include Ammonia Safetv Training
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POLY ALUMINUM CHI.ORIDE

General
This standard covers liquid Poly Aluminum Chloride approved for use in the
treatment of wastewater supply. The Poly Aluminum Chloride shall conform to
AWWA Standard B408-10 and shall be certified under ANSI/NSF Standard 60.

Chemical Requirements

1. Aluminum Oxide 13-15%

2. Aluminum 7-8%

3. Basicity 30 — 40%

4. Chloride 18 —22%

5. pH less than 1

6. Specific Gravity (60 °F) 12-14

7. Color Water white to yellow
8. Appearance Slightly hazy to clear
9. Freezing Point Less than 0 °F

Physical Requirements
Poly aluminum chloride shall be free from extraneous materials and shall not be a
waste product. It shall be transported and delivered at such concentration and
temperature that no freezing occurs. The liquid shall be suitable for feeding by
means of metering pumps and other metering devices constructed of corrosion-
resistant materials.

Impurities

General
Poly aluminum chloride shall contain no substances in quantities capable of
producing deleterious or injurious effects on the health of treated wastewater or
adversely affecting the land application of Biosolids that has been properly treated
with poly aluminum chloride.

*Bidders shall list “>Trade Name”= or “>Brand Name” of Product on bid
form.

* Analytical procedures for determining these values must be methods as

approved by the USEPA as found in Standard Methods for the Examination of
Water and Wastewater.

*State Concentration of Impurities with bid sheet.

Sampling
As stated in AWWA Standard B407-05 / rev B407-98 Subsection 5.1.
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Polv Aluminum Chloride Spec — Continued

Testing
As stated in AWWA Standard B407-05/ rev B407-98 Subsection 5.2.

Quantity
Approximately 100,000 gallons per year.

Delivery
Tank truck lots to Authority’s Wastewater Treatment Facility located at 2321
Ridgeview Road, Lebanon, PA. 17042. Deliveries to occur weekdays between
7AM and 3PM unless otherwise authorized by the Authority.

Shipments must be accompanied by a certified weight certificate.

Bid prices shall be F.O.B. Lebanon point of delivery and all additional freight and
deposit charges are waived.

A producer Certificate of Analysis showing product name, manufacturing lot
number, and product quality criteria must be provided with each delivery. Failure
to provide the Certificate of Analysis with each delivery may be just cause to
refuse delivery of product.

The supplier must provide a Spill and/or Leak Prevention Control and
Countermeasure Plan that would include an emergency response team for spills or
leaks of this nature. This plan must meet the approval of the City of Lebanon
Authority in order to accept the bid of the supplier.

Bid Prices
The price quoted shall be based on the water-soluble poly aluminum chloride

delivered to the Lebanon Wastewater Treatment Plant. For bidding purposes;
please provide bid pricing per pound of aluminum oxide (AL,O3)
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METHANOL

General
This standard covers methanol that has been approved for use in the treatment of
wastewater. The appearance shall be free of opalescence, suspended material, or
sediment.

Chemical Requirements
1. The methanol shall be 99.85 % pure.

2. Specific gravity shall be 0.793 @ 20C.

3. Density 6.63 lbs/gallon.

4. Acetone 0.003% Max. Wt%.

5. Ethanol 0.01% Max. Wt %.

6. Acidity (as acetic acid) 0.003 Max. Wt.%.

7. Carbonizable substance not darker than No. 30 ASTM D 1209, Platinum-
Cobalt scale.

8. Color not darker than No. 30 ASTM D 1209, Platinum-Cobalt scale.

9. Non-Volatile content 0.0010 Max % W/V.

10. Permanganate no discharge of color in 50 minutes.

11. Distillation range of not more than 1°C and include 64.4°C £ 0.1°C.

12. Freezing point -144°F.
13. Boiling point 148°F.
14. CAS No. 67-56-1

Physical Requirements
Methanol shall be free from extraneous materials and shall be a virgin grade
product and not a reclaimed material. The liquid shall be suitable for feeding by
means of metering pumps and other metering devices constructed of proper
materials. The following table summarizes acceptable criteria for the methanol.

Impurities

General
Methanol shall contain no substances in quantities capable of producing deleterious
or injurious effects on the treated wastewater or adversely affecting the land
application of Biosolids that has been properly treated with methanol.

*Bidders shall list “Trade Name” or “>Brand Name” of Product on bid form.
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Methanol Spec - Continued

* Analytical procedures for determining these values must be methods as approved
by the USEPA as found in Standard Methods for the Examination of Water and
Wastewater.

*State Concentration of Impurities with bid sheet.

Quantity
Approximately 70,000 gallons per year.

Delivery
Tank truck lots to Authority’s Wastewater Treatment Facility located at 2321
Ridgeview Road, Lebanon, PA. 17042. Deliveries to occur weekdays between
7AM and 3PM unless otherwise authorized by the Authority.

Shipments must be accompanied by a certified weight certificate.

Bid prices shall be F.O.B. Lebanon point of delivery and all additional freight and
deposit charges are waived.

A producer Certificate of Analysis showing product name, manufacturing lot
number, and product quality criteria must be provided with each delivery. The
product quality criteria shall include at a minimum the following: percent purity.
percent water by weight. distillation range. specific gravity, Ethanol (mg/kg).
chloride as Cl (mg/kg). sulphur, carbonizable substances. acidity. total iron, and
non-volatile matter. Failure to provide the Certificate of Analysis with each delivery
may be just cause to refuse delivery of product.

The supplier must provide a Spill and/or Leak Prevention Control and
Countermeasure Plan that would include an emergency response team for spills or
leaks of this nature. This plan must meet the approval of the City of Lebanon
Authority in order to accept the bid of the supplier.

Bid Prices
The price quoted shall be based on pure (99.85%) methanol delivered to the
Lebanon Wastewater Treatment Plant. For biding purposes; the price per gallon
should be used. Please provide pricing per gallon based upon deliveries of full
tank truck load lots. Additionally; due to limited tank space on site; please provide
pricing per gallon based upon less than truck load lots limited to 6,000 gallon
deliveries.

Training
*Bid shall include one 8-hour dav of Methanol Safetv Training
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MAGNESIUM HYDROXIDE
General
This standard covers liquid magnesium hydroxide that has been approved for use

in the treatment of wastewater.

Chemical Requirements

1. The magnesium hydroxide shall be a slurry.

Product 55% to 65% Mg(OH), by weight.

Specific gravity of 1.46 to 1.60.

Bulk density = 12.1 to 13.3 pounds per gallon.

pH range shall be from 10.5 to 10.7.

Total solids content shall be 55% to 65%.

Brookfield Viscosity shall be 200 to 400 cps at 100 rpm.

Mg (OH), 7.7 Ib/gal.

Mg(OH),, % dry weight basis of 98.8.

10. Caustic soda equivalents (dry solids basis) 1 1b eq to 0.73 1b Mg(OH),,.
11.  Soda ash equivalents (dry solids basis) 1 Ib eq to 0.55 Ib Mg(OH),,.
12.  Lime (CaO) equivalents (typical 94%) 1 1b eq to 0.98 1b Mg(OH)s,.

e AT L

Physical Requirements
Magnesium hydroxide shall be free from extraneous materials. It shall be
transported and delivered at such concentration and temperature that no freezing
occurs. The contents must not be allowed to settle during transport or must
otherwise be re-suspended during delivery. The liquid shall be suitable for feeding
by means of metering pumps and other metering devices constructed of corrosion-
resistant materials.

Impurities

General
Magnesium Hydroxide shall contain no substances in quantities capable of
producing deleterious or injurious effects on treated wastewater or adversely
affecting the land application of Biosolids that has been properly treated with
Magnesium Hydroxide.

*Bidders shall list “Trade Name” or “>Brand Name” of Product on bid form.
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Magnesium Hydroxide Spec - Continued

* Analytical procedures for determining these values must be methods as approved
by the USEPA as found in Standard Methods for the Examination of Water and
Wastewater.

Quantity
Approximately 70,000 gallons per year.

Delivery
Tank truck lots to Authority’s Wastewater Treatment Facility located at 2321
Ridgeview Road, Lebanon, PA. 17042. Deliveries to occur weekdays between
7AM and 3PM unless otherwise authorized by the Authority.

Shipments must be accompanied by a certified weight certificate.

Bid prices shall be F.O.B. Lebanon point of delivery and all additional freight and
deposit charges are waived.

A producer Certificate of Analysis showing product name, manufacturing lot
number, and product quality criteria must be provided with each delivery. Failure
to provide the Certificate of Analysis with each delivery may be just cause to
refuse delivery of product.

The supplier must provide a Spill and/or Leak Prevention Control and
Countermeasure Plan that would include an emergency response team for spills or
leaks of this nature. This plan must meet the approval of the City of Lebanon
Authority in order to accept the bid of the supplier.

Bid Prices
The price quoted shall be based on a bulk density of 12.8 lbs/ gal of a liquid that
has 7.7 1b/gal Mg (OH), delivered to the Lebanon Wastewater Treatment Plant.
For biding purposes; the price per pounds per gallon should be used. Please provide
pricing per gallon based upon deliveries of full tank truck load lots. Additionally;
due to limited tank space on site; please provide pricing per gallon based upon less
than truck load lots limited to 2,000 gallon deliveries.

Manufacturer’s Specifications
The manufacturer’s specifications as published in their product or technical
bulletin describing properties of said chemical product such as weight per gallon,
grade chemical content and impurities and solution strength shall be included with
each chemical bid.
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NOTICE TO BIDDERS

Transportation and Security of Deliveries: Transportation and delivery of
Chemicals shall be made exclusively by the manufacturer and its
licensed/designated drivers. Due to the Authority’s effort to increase security
measures, and under the guidance of the Homeland Security Office, under no
circumstances will common carriers (carriers who do not register truck and driver
information with the Water Treatment Plant) be allowed to transport Chemicals to
the water treatment facility. Prior to delivery, truck and driver information must be
shared with the Water Treatment Plant. Normal delivery hours for Authority
Facilities are 7:00 AM — 3:00 PM please plan accordingly.

1. All bid prices shall include trucking, freight costs, except as noted, i.e. F.O.B.
Lebanon point of delivery.

2. All bid prices shall be firm for the year of 2027.
3. Bid price shall be 100 lbs. dry weight, except where noted.

4. When products awarded are unavailable, the Authority has right to purchase
products from other available sources and/or to purchase substitute products based
on lowest written quote.

5. All chemicals may be tested for specification compliance. Failure to comply with,
specifications will result in automatic termination of bid.

6. Proposal must be on bid form provided only and must be sealed and plainly marked.
"BID FOR CHEMICALS" and addressed to City of Lebanon Authority, 2311
Ridgeview Road, Lebanon, PA 17042 and delivered to the same.

7. The City of Lebanon Authority reserves the right to reject any and all bids and to
award the contracts in the best interests of the City of Lebanon Authority.

8. The chemical bid shall meet most current edition of AWWA Standards. Products
failing to meet AWWA specifications will be rejected as per provisions outlined in
said standards.

9. Questions regarding chemical quantities, etc., should be directed to either Darren
Luciotti, Water Treatment Plant Superintendent @(717) 865-2191/
dluciotti(@lebanonauthority.org or Frank DiScuillo, Wastewater Systems Director
@ (717) 272-2841/fdiscuillo@lebanonauthority.org .
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CHEMICAL BID FORM
FOR
2027
CITY OF LEBANON AUTHORITY

BID PRICES
MATERIALS DESCRIPTION PER 100 LBS. (CWT.) COMMENTS
A. CHLORINE One Ton-Container ) ] Water Plant
Price per CWT
B. HYDRATED LIME 50 LB. Bags i
Price per CWT Price per bag
C. ACTIVATED 13,000 LBS
CARBON Wt. of bag (#) Price per bag
Min. Load Product Name
D. FLUOSILICIC
ACID (HYDRO) Tank Truck Lots
(min. 4500gal) 25% Solution Wt. per gallon
Price per CWT

Price per 1b FE
Price per CWT FE

E. FERRIC SULFATE Tank Truck Lots

+55%Fe,) SO,); Solution Product Name
Tanker price as requested

F. AMMONIA 100 1b. Cylinders _
Price per CWT Deposit/cylinder
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-2

CHEMICAL BID FORM
BID PRICES
MATERIALS DESCRIPTION PER 100 LBS. (CWT.) COMMENTS

POLY ALUMINUM CHLORIDE, BASIC Price per b AL,O;
Tank truck lots Price per CWT AL,O;

(13-15% soluble Aluminum Oxide as AL,0;)
(7-8% water soluble Aluminum)
Wt. per gallon

METHANOL Full Tank truck lots — Price per Gallon
' (7000 gallon deliveries) 99.85% (methanol)
Wt. per gallon
— Wit pergallon
MAGNESIUM
HYDROXIDE Full Tank truck lots — Price per Gallon
(7.7 1b/gal Mg(OH),)

Less than full Loads —Price per Gallon based on 2,000 Gallons
OR (7.7 1b/gal Mg(OH),)
Surcharge pricing for less than truck load deliveries

Wt. per gallon
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CHEMICAL BID FORM
FOR
2027
CITY OF LEBANON AUTHORITY

Company

Authorized
Signature

Email address of Contact Person

Address

Phone & email - Office

Phone & email - To Place Orders

Phone & email - Billing Inquires

Date:

Page 22 of 22



INVITATION FOR BIDS
DUCTILE IRON PIPE
CITY OF LEBANON AUTHORITY
LEBANON, PA

Sealed proposals will be received by the City of Lebanon Authority until 1:30p.m.
prevailing time on Tuesday, November 3, 2026 and opened at 2:00 p.m. the same day, atthe
Authority’s office building, 2311 Ridgeview Road, Lebanon, PA, 17042, for furnishing Ductile
Iron Pipe for the year 2027.

Specifications and bidding documents can be obtained on site directly from the Issuing
Office of the City of Lebanon Authority, 2311 Ridgeview Road, Lebanon, Pennsylvania 17042.
Specifications and bidding documents can also be found on the Authority website at
www.lebanonauthority.org Please direct any questions concerning bidding information to Bob
Sentz at717-272- 2841 or bsentz(@lebanonauthority.org . No bids will be considered unless
submitted on the official bid forms.

All bids must be sealed and plainly marked “Bids for Ductile Iron Pipe” and addressed to
the City of Lebanon Authority, and delivered to the City of Lebanon Authority, 2311 Ridgeview
Road, Lebanon, PA, 17042, before the hour stated above.

The City of Lebanon Authority reserves the right to reject any and all bids and to award
the contract in the best interest of the City of Lebanon Authority.
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SPECIFICATIONS
FOR
CEMENT LINED DUCTILE IRON PIPE
CITY OF LEBANONAUTHORITY

Scope

It is the intent of these specifications to describe the general requirement for cement lined
ductile iron pipe and fittings to be used by the City of Lebanon Authority.

Bid period is for the year 2027.

A. Ductile-Iron Pipe

1. Design

The ductile iron pipe shall be made to and meet the following standards:

a. AWWA C150-81 (ANSI A21.50-1981) thickness design of ductile
iron pipe.

b. AWWA C151-86 (ANSI A21.51-1986) ductile-iron pipe
centrifugally cast in metal molds or sand-lined molds for water
or other liquids.

c. AWWA C111-90 (ANSI A21.11-1990) rubber gasket joints for
cast iron and ductile-iron pressure pipe and fittings.

2. Cement-lined
Pipe shall be cement lined in accordance with AWWA C104-90
(ANSI A21.4-1990), cement-mortar lining for cast-iron and ductile-iron
pipe and fittings.

3, Qutside Coating

Outside shall be coated as specified in Section 51-9, of AWWA
C151-86, or latest revised edition.
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4, Gasket Lubricant

The necessary gasket and lubricant shall be included with eachlength
of pipe.

5. Length
Length shall be a minimum of eighteen feet (18”) in length

6. Size. Class and Type of Pipe

The size, class and type of pipe bid is listed on "Form of Proposal".
7. Bid Price
The pipe shall be bid on a cost per foot basis, said price to include gasket
and lubricant.

Use attached "Form of Proposal" for submission of quotes.

ACCEPTANCE

Bid will not be considered if Form of Proposal is not completed in its entirety.

Base bids shall remain firm for the entire year.

MISCELLANEOUS CONDITIONS

Please include the following information with bid:

1.

2.

Terms of payment.
Delivery Schedule.
Special charge for minimum orders.

Special Freight Rates.
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BID PROPOSAL

Having carefully examined the specifications, the undersigned proposes to furnish Ductile
Iron Pipe as specified at the price listed on "Form of Proposal".

Note:
If the Manufacturer or supplier wishes to take exception or deviate from the

Proposal in any way, these exceptions and deviations shall be specifically stated
as part of the bid.

Bid price shall include delivery to City of Lebanon Authority, Water Maintenance Shop,
2200 West Chestnut Street, Lebanon, PA 17042, in truckload lots of 35,000 pounds, more or
less. Trucks will be unloaded at the delivery site by City of Lebanon Authority personnel and
equipment.

Company

Authorized Signature & Title

FEmail address of Contact Person

Address

Phone / email - Office

Phone / email - To Place Orders

Phone / email - Billing Inquires

Date
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CITY OF LEBANONAUTHORITY
FORM OF PROPOSAL
2027 BID
PUSH-ON JOINT PIPE

Pipe Size -
Diameter in
Inches

COST PER FOOT

CLASS 52

4"

10”

12"

16"

20"
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